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Tender Ref. EM00057

Appendix V – Material and Equipment Specification of a Typical System Type B/C Project
a. GENERAL 

Unless otherwise specified in the tender documents, all materials and workmanship shall comply with all relevant sections of the followings:
· Latest edition of "General Specification for Air Conditioning, Refrigeration, Ventilation and Central Monitoring and Control System Installation in Government Building, Hong Kong issued by Building Services Branch of Architectural Services Department "
· Latest edition of "General Specification for Electrical Installation in Government Buildings of the Hong Kong Special Administrative Region issued by Building Services Branch, Architectural Services Department"
· All relevant statutory requirements of the Hong Kong Special Administration Region, PRC.
b. Galvanised Steel Frame
	Material
	Galvanised steel with appropriate coating and painting suitable for outdoor application


c. Exhaust Fan
	Type
	Direct-driven, centrifugal

	Air flow rate and pressure
	Sufficient to handle 100°C flue gas of joss paper burning load of 40 kg/hr, Pressure sufficient to overcome system pressure loss

	Motor
	1.5 kW, Totally enclosed, fan cooled, class F insulation, IP55

	Power supply
	230V/50Hz/1Phase


d. Power Supply Connection
	Material
	XLPE insulated 2-core armoured cable

	Equipment
	Installed the Furnace with necessary earthing protection

	Accessory
	Provided with all necessary cabling accessories


e. Fresh Water Supply Connection
	Material
	Copper pipe coated with polyethylene sheath

	Accessory
	Provided with all necessary piping accessories


f. Drainage System Connection
	Material
	PVC

	Accessory
	Provided with all necessary piping accessories
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