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Tender Ref. EM00057

Appendix II – Scope of Works of a Typical System Type B Project
a. SCOPE OF WORK 

The scope of works of the project shall include but not limited to the following items:- 

1. Provision of logistics and labour handling for the ‘Qing Yan’ Joss Paper Furnace from the container truck to the installation location. 
2. Supply and Installation of an exhaust fan with its mounting and vibration insulator for the ‘Qing Yan’ Joss Paper Furnace.
3. Supply and Installation of power supply system for the ‘Qing Yan’ Joss Paper Furnace.
4. Supply and Installation of fresh water supply for the ‘Qing Yan’ Joss Paper Furnace.
5. Supply and Installation of drainage system for the ‘Qing Yan’ Joss Paper Furnace.
6. Provision of Testing and Commissioning upon the completion of the installation works.
7. Provision of user training to the system operator on daily operation and maintenance of the ‘Qing Yan’ Joss Paper Furnace.
8. Provision of routine maintenance inspection and cleansing services within the 12-month warranty period on the supplied ‘Qing Yan’ Joss Paper Furnace upon practical completion of the installation works.
b. METHODOLOGY 
The methodology shall be as follows:- 

1. Detailed design drawings including equipment layout and details shall be submitted upon HKPC’s request.

2. Provision of logistics for the ‘Qing Yan’ Joss Paper Furnace from the container truck to the installation location including equipment transportation, mechanical lifting and handling of equipment and labour handling. 
3. An exhaust fan with vibration insulator shall be installed for the ‘Qing Yan’ Joss Paper Furnace. It shall be fixed on the top of the galvanized steel frame with the fan outlet directing upward to the atmosphere. General information for ‘Qing Yan’ Joss Paper Furnace is as follows:

	‘Qing Yan’ Joss Paper Furnace (Type B) Information

	Description
	Integrated, factory-assembly joss paper eco-furnace with built-in electrostatic precipitator

	Size
	Within 3000 mm (W) X 2000 mm (D) X 3000 mm (H) excluding the discharge ductworks

	Previous project photo
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4. Power supply system of the ‘Qing Yan’ Joss Paper Furnace shall be installed by 4mm XLPE insulated 2-core armoured cable connected to the 20A double pole isolator at the vicinity of the Units which is provided by others. Earth protection and mounting accessories shall also be provided for the power supply system.
5. Fresh water supply system of the ‘Qing Yan’ Joss Paper Furnace shall be finished by min. dia 15mm copper pipe coated with polyethylene sheath tee-off from the 22mm water point at the vicinity of the Units which is provided by others. Necessary accessories shall also be provided for the fresh water supply system.
6. Drainage System of the ‘Qing Yan’ Joss Paper Furnace shall be finished by min. 40mm PVC pipe connected to the 50mm waste water connection point at the vicinity of the Units which is provided by others. Necessary accessories shall also be provided for the drainage supply system.
7. On-site testing and commissioning of the ‘Qing Yan’ Joss Paper Furnace shall be carried out to ensure their performance with respect to the smoke removal effectiveness.

8. An on-site training shall be arranged for the system operator.

9. As-fitted drawings shall be provided.

10. Warranty

A 12-month warranty period and routine maintenance inspection and cleansing services shall be provided.  Within the warranty period, the Tenderer shall undertake rectification work(s) of the installed equipment proven to be defective, except damage(s) due to the abuse and improper operation by the client.  Also, the Tenderer shall provide cleansing services for the electrostatic precipitator within the warranty period.  The service shall include:
· 12 regular visits on monthly basis to inspect functional condition of equipment and clean the electrostatic precipitator for the ‘Qing Yan’ Joss Paper Furnace 
· 6 visits upon receiving emergency call for the ‘Qing Yan’ Joss Paper Furnace (attendance within 24 hours after receiving emergency call)
c. PROVISIONS BY OTHERS 

The following provisions will be allowed by others:

(a) Supply and installation of a 20A double pole isolator with 380V/50Hz/3-phase power at the vicinity of the ‘Qing Yan’ Joss Paper Furnace.
(b) Supply and installation of a dia. 22mm fresh water connection point at the vicinity of the ‘Qing Yan’ Joss Paper Furnace.
(c) Supply and installation of a min. dia. 50mm waste water collection pipe capped off at 100mm AFFL at the vicinity of the ‘Qing Yan’ Joss Paper Furnace.
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